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Mounting

INDUCTION HEATERS

Advantages
 

 

 

 

 Can be operated with one hand 

 

 

 

 

 

Supplied with case
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Description Description

Power

Yes Yes

Yes Yes

Yes Yes

Yes Yes

Yes Yes
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Inductor diameter / length mm

iDuctor 1

iDuctor 2

Inductor sets consist of:

•  

 

• 

• 

• 

• 
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Mounting

INDUCTION HEATERS – LIGHTWEIGHT: 7 KG

• 

• 

• 

• 

• 

0

180

50

10

Type BETEX XLDi

Power

Yes

Yes

Yes

7
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INDUCTION HEATERS – PORTABLE

10

240

120

20

BASIC
SERIES

• 

• 

• 

• 

• 

Type BETEX BLF 200

Yes

Yes

Yes
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BASIC
SERIES

INDUCTION HEATERS

• 

• 

• 

• 

Type BETEX BLF 201 BASIC BETEX SLF 301 SMART

Yes

1

Yes

Yes Yes

Yes Yes

Yes

Yes

Yes Yes

10/65

400

120

50
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SMART
SERIES

• 

• 

• Touchscreen with clear graph

• 

• 

• 

• 

TIP!
 

Log function and export to 
USB stick

Heating a hanging workpiece, for 
small bores

Recommended horizontal 
heating position

10/65

400

120

50
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BASIC
SERIES

INDUCTION HEATERS

• 

• 

• 

• 

• 

Type BETEX BLF 202 BASIC BETEX SLF 302 SMART

Yes

1

Yes

Yes Yes

Yes Yes

Yes

Yes

Yes Yes

30/72

500

180

100
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Mounting

SMART
SERIES

• 

• 

• 

• Touchscreen with clear graph

• 

• 

• 

TIP!
 

Log function and export to 
USB stick

Recommended horizontal 
heating position

Ergonomic swivel arm

30/72

500

180

100
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BASIC
SERIES

INDUCTION HEATERS

• 

• 

• 

• 

• 

Type BETEX BLF 203 BASIC BETEX SLF 303 SMART

Yes

1

Yes

Yes Yes

Yes Yes

Yes

Yes

Yes Yes

45/110

600

210

150
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Mounting

SMART
SERIES

• 

• 

• 

• Touchscreen with clear graph

• 

• 

• 

TIP!
 

Log function and export to 
USB stick

Recommended horizontal 
heating position

Ergonomic swivel arm

45/110

600

210

150
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Mounting

INDUCTION HEATERS – TURBO

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• Voltages: 400V, 480V, 500V and 600V

Type BETEX 40 RSD and RSDm (mobile) TURBO

Power 8 kVA

Yes

Yes

Yes

TURBO
• 

when the workpiece is in a 

• 

30/160

790

315

350
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TURBO
• 

when the workpiece is in a 

• 

Folding operating panel

30/160

790

315

350
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Mounting

INDUCTION HEATERS – STANDARD

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• Voltages: 400V, 480V, 500V and 600V

Type BETEX 38 ZFD

Power

Yes

Yes

Yes

Folding operating panel

Ergonomic swivel arm

30

720

340

300
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INDUCTION HEATERS – TURBO

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• or

• Voltages: 400V, 480V, 500V and 600V

Type BETEX 40 RMD TURBO

Power

Yes

Yes

Yes

Folding operating panel

TURBO
• 

when the workpiece is in a 

• 

60/175

920

365

600
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INDUCTION HEATERS – STANDARD

• 

• 

• 

• 

• 

• 

• 

• 

• Voltages: 400V, 480V, 500V and 600V

Optional:
• 

60

900

400

600

Type

Power

Yes

Yes

Yes

60

1300

700

600
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INDUCTION HEATERS – TURBO

• 

• 

• 

• 

• 

• 

• 

• 

• Voltages: 400V, 480V, 500V and 600V

Type BETEX SUPER TURBO

Power

Yes

Yes

Yes

TURBO
• 

when the workpiece is in a 

• 

Extendable yoke

175/200

1700

750

1200
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INDUCTION HEATERS – STANDARD

BETEX GIANT 

• 

• 

• 

• 

• 

• 

• 

• 

Optional:
• 

Multiple types available

Optional craneBETEX GIANT, 100 kVA

85/215



 D  B 

 C
 

 A 
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Mounting

TECHNICAL SPECIFICATIONS

Type 24 XLDi 
Portable

BLF 200 
Portable

BLF 201 BLF 202 BLF 203 SLF 301 SLF 302 SLF 303

Yes Yes Yes Yes

Digital Digital Digital Digital Digital Touch Touch Touch

Yes Yes Yes

1 1 1 1 1

Yes Yes Yes

Yes Yes Yes Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes Yes Yes Yes

Yes Yes Yes

Yes Yes Yes

Yes Yes Yes Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes Yes Yes Yes

Yes Yes
& speed & speed & speed & speed 

Yes Yes Yes Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes Yes Yes Yes

Yes Yes Yes Yes Yes Yes

7

A

B

C

D

Heating times are subject to the relationship between:
• 

• 

• 



C

A

B D
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TECHNICAL SPECIFICATIONS

Type 38ESD 40RSD and
RSDm (mobile) TURBO

38ZFD 40RMD TURBO

8 kVA 8 kVA

Yes Yes Yes Yes

1 1

Digital Digital Digital Digital

1 1 1 1

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes

A

B

C

D

*1 With adaptor yokes, only available for the Standard models

*2 On request: 350°C, with heavy-duty sensor and extra isolation

*3 Subject to power and design

On request: other voltage/amperage/higher temperature up to 480°C



C

A

B

D
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Type SUPER SUPER TURBO GIANT GIANT

Includes

Digital Digital Digital Digital

1 1 1 1

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

Yes Yes Yes Yes

A

B

C

D

Heating times are subject to the relationship between:
• 

• 

• 
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CUSTOM MADE

A clean and safe workplace

• Process control

• 

• 

• 

• 

BETEX 38 ESDBETEX Twin Heater BETEX coil heaters
 

Why custom made?

 

Fast and accurate heating

 

 

 

 

Advantages of custom induction heaters

 

 

 

 

 

 

Our customised products 

industries:
• 

• 

• 

• 

• 

• Transport sector

• 

• 

• Power plants

• 
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BETEX GIANTBETEX GIANT BETEX GIANT

Custom made

Custom made

Custom made
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INDUCTION HEATERS

 

 

 

 

 

 

 

 

 

 

 

 

 

To be used for
• Bearings

• 

• Bearing rings

• Bearing housings

• Gear wheels  

• 

• Tubes 

• Bushings 

• Couplings 

• 

• 

• Stator housings

 

Operating principle
 

is then applied to the workpiece 
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Testing 

Flexible inductors 

Heating a bore for bearing or 
shaft mounting

Heating a coupling
for dismounting

Fixed inductors

Heating bearing rings 
for dismounting

Heating labyrinth rings
for dismounting
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• 

• 

• 

• 

• 

• 

• 

INDUCTION HEATERS

22/44
power kW

display inch

400/450/
500/600

22 kW

Magnetic holder

44 kW
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• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

• 

22/44
power kW

display inch

400/450/
500/600

22 kW

SMART inductor recognition
 

 

 

 

Which inductor?

Flexible 
inductor

Fixed
inductor

Fixed 
inductor

Pin 
inductor

Fixed 
inductor

Table  
inductor

Sandwich table  
inductor

44 kW
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INDUCTION HEATERS
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Pin inductor in the workpiece

INDUCTION HEATERS

Fixed inductor around the workpiece Fixed inductor in the workpiece

Table inductor

Fixed inductor in and around 
the workpiece
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TECHNICAL SPECIFICATIONS

Type

Yes Yes

Power

Yes Yes

Yes Yes

78 kg

Yes Yes

Setpoint power Via touchscreen Via touchscreen

Via touchscreen Via touchscreen

Yes Yes

Via touchscreen Via touchscreen

Via touchscreen Via touchscreen

Digital readings power

Signaling by:

Type m / °C Diameter cable Min. winding diameter Type m / °C Diameter cable Min. winding diameter
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TECHNICAL SPECIFICATIONS

Type

Yes Yes

Power

Yes Yes

Yes Yes

78 kg

Yes Yes

Setpoint power Via touchscreen Via touchscreen

Via touchscreen Via touchscreen

Yes Yes

Via touchscreen Via touchscreen

Via touchscreen Via touchscreen

Digital readings power

Yes Yes

Yes Yes

Yes Yes

Signaling by


